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To all, whom it may concern: 
Be it known that I, CALEB E. HEALY, a citi 

Zen of the United States, and a resident of 
New London, county of Huron, State of Ohio, 
have invented certain new and useful Im 
provements in Driving Mechanism for Cars, 
of Which I hereby declare the following to be 
a full, clear, and exact description, such as 
Will enable others skilled in the art to which 
it appertains to make and use the same. 
My invention relates to improvements in 

driving mechanism for cars; and its objects 
are to produce a simple, positive, and efficient 
device by means of which the car may be 
Started under a full load, maintained at a 
tuniform high speed for travel, or assisted in 
climbing steep gradients, or conveying heavy 
loads without detaching the motor from the 
driving-shaft or main shaft or altering the 
speed of the driving-shaft. 
Myinvention consists in the application of 

auxiliary gearing and shaft, with the accom 
panying sleeves, clutches, details of construc 
tion, and combination of parts, as are herein 
after described, shown in the drawings, and 
more particularly pointed out in the claims. 

In the accompanying drawings, Figure 1 
shows a plan view of an engine-platform and 
my improved device attached. Fig. 2 is a 
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side elevation, in longitudinal section, of the 
Same. Fig. 3 is an enlarged plan view of the 
portions embodying my invention. Fig. 4 is 
a Vertical longitudinal section through line A 
A, Fig. 3; and Fig. 5 is a modification in detail. 
A in the drawings represents the engine 

Shaft. 
B is a main shaft gearing directly to the 

engine-shaft. - 

C and C, Fig. 4, are loose sleeves upon 
either end of the shaft B, inside of its bear 
ings, to which are keyed the pinion D, (and 
to the outer sleeve C',) the gear-wheel I, and 
Sprocket-wheel J. Gear E and pinion H, re 
Spectively, connect this pinion D and gear I 
With the shaft F, which lies in parallel bear 
ings to the shaft B. Clutches, as K', keyed 
to the shaftB, connect the loose sleeves Cand 
and C with the shaft. These clutches are 
operated at IK centrally on the shaft, and re 
lease one sleeve while securing the other. 
The operation of the mechanism and its ef 

fects on the speed of the car Will be seen to 

be as follows: The engine-shaft A and main 
shaft B being in motion, supposing the 
clutches IX' to be centrally placed, it will be 
seen that both sleeves with superimposed 
gearing will remain stationary upon the shaft 
and will not revolve until one of the clutches 
Koperates to secure the corresponding sleeve 
to the shaft. If the sleeve C' is secured, the 
sprocket-wheel J comes into play and drives 
the car-axle, as shown in Figs. 1 and 2. The 
Sprocket-wheel J travels at the same speed as 
the shaft B. If, however, the sleeve C is Se 
cured to the shaft B, the pinion D, meshing 
with the wheel E, then drives the shaft Fand 
pinion H, which in turn communicates with 
the wheel I and sprocket-wheel J, both rigid 
on the sleeve C. By the means last described 
any desired speed can be given the sprocket 
wheel J, since any proportion of pinions D 
and H to spur-wheels E and I may be em 
ployed. As shown, the pinions are so reduced 
as to lessen the speed of the wheel J to about 
one-third of the speed of the shaft B. It will 
readily be seen that the gearing on either end 
of the shaft B may be engaged or dropped at 
pleasure quite regardless of the movements 
of the engine or the shaft B. 
In Fig. 5 a method is shown for detaching 

the gearing on the auxiliary shaft F when it 
is not in use, as in a stretch of level country 
where full speed can be maintained, the ad 
vantage being that the gears will not revolve 
and become worn when disengaged, and the 
consequent noise will be prevented. The de 
vice, it will be seen, consists of the eccentric 
sleeve-bearing E' and levere'. Other devices, 
however, may be used for this purpose equally 
well. 
The advantages of the device shown are ob 

vious from its simplicity and perfection of 
movement. It will be seen that it can not 
only be utilized in overcoming the inertia of 
the car in starting and put it in motion with 
out strain upon the engine, but by including 
the train of gear at any time the power may 
be increased as needed for extra loads, steep 
inclines, &c. 
I do not confine myself entirely to either 

the form of clutches or detaching device 
shown, nor to the specific forms of any of the 
parts or details of construction as shown; 
but 
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What I claim as new, and desire to secure 
by Letters Patent, is 

1. In car-driving mechanism, a main shaft, 
as B, provided with clutches, as KK, sleeves, 
as C and C, loose upon the shaft, the sleeve 
C provided with the pinion D and sleeve C/ 
provided with the spur-wheel I and sprocket 
J, in combination with the auxiliary shaft F, 
and gear and pinion E and H, substantially 
as described. 

2. In car-driving mechanism, means for 
changing the speed, consisting of an auxiliary 
shaft to the main shaft, gears upon the aux 
iliary shaft communicating with gears upon 
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loose sleeves upon the main shaft, a driving- 15 
wheel upon one of the sleeves, and means for 
disconnecting the driving-shaft from one or 
both of the sleeves,in combination with means 
for disengaging one or more of the gears on 
the auxiliary shaft from the corresponding 20 
gear on the main shaft when the reduction 
in speed is not required, substantially as and 
in the manner described. 

CALEB E. HEALY. 
Witnesses: 

WM. M. MONROE, 
JOHN T. LISTER. 


